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Chapter SPS 366
EXISTING BUILDINGS

Subchapter | — Purpose, Scope and Application SPS 366.0709 Altered existing mechanical systems.
SPS 366.0001 Purpose and scope. SPS 366.0710 Minimum plumbing fixtures.
SPS 366.0100 Changes, additions or omissions to IEBC. SPS 366.07L  Minimum enegy conservation requirements.
SPS 366.0101 Administration. SPS 366.0802 Emegency Controls.
SPS 366.0202 General definitions. SPS 366.0808 Minimum enegy conservation requirements.
SPS 366.0300 Prescriptive compliance method. SPS 366.0809 Plumbing.
SPS 366.0500 Carbonmonoxide alarms for CBR§'accommodating fewéhan  SPS 366.0901 Change of occupancy
20residents. SPS 366.091  Other requirements.
SPS 366.0503 Smoke alarms. SPS 366.0912 Plumbing.
SPS 366.0506 Structural evaluation. SPS 366.1002 Fire Protection Systems.
SPS 366.0509 Plumbing. SPS 366.101  Historic buildings.
SPS 366.0602 Building elements and materials. SPS 366.105  Exhibit buildings.
SPS 366.0607 Enegy conservation requirements. SPS 366.1301 Applicability.
SPS 366.0704 Automatic sprinkler systems. SPS 366.1400 Construction safeguards.
Note: Chapter Comm 66 wasrenumbered chapter SPS 366 under s. 13.92 (4) (1) AppLicaTION. The provisions of the IEBC shall apply to

(b) 1., Stats, Register December 2011 No. 672. the repair alteration, changef occupancyaddition, and reloca

L tion of existing buildings. Repairs, alterations, change of-occu
Subchapter | — Purpose, Scope and Application pancy, existing buildings to which additions are made, historic
buildings,and relocated buildings complying with the provisions
SPS 366.0001 Purpose and scope. (1) Purpose. The of the IBC, IMC, IPC, and IR@s applicable shall be considered
purposeof ch. SPS 366 is to establistinimum requirements to in compliance with the provisions of this code.
safeguardpublic health, safety and welfare insofar as existing (2) CHANGE OF OCCUPANCYTO A PUBLIC BUILDING OCCUPANCY.
public buildingsand place of employment arefefted by the (a) Except as provided in pgb), where a building or portion of
repair,alteration, change of occupaneldition or relocation. g puilding that has not been previously occupied or used as-a pub
(2) Score. Thescope of ch. SPS 366 is as specified in s. SH8 building or place of employment is to be changed to an-occu
361.02. pancyor use that constitutes a public building or place of employ

(3) INTENT. The intent of this chapter is to provide flexibility ment,the building or portion of a building shall comply witfe
to permit the use ddlternative approaches to achieve compliandBC for new construction.
with minimum requirementso safeguard the public health, (b) 1. Under par(a) the IBC rules for new construction do
safety,and welfare insofar as they aréeafed by the repaislter  applyto the properties of existing building materials.

ation, change of occupangcgddition, and relocation of existing 2. An alteratioror a change of occupancy in a qualified his
buildings. toric building which has not been previously occupied or used as

History: CR 06-120: crRegister February 2008o. 626, &f 3—1-08;correction i ildi ili i
in (1), (2) madeunder s 13.92 (4) (b) 7. Stats. Register December 2011 No 672, & Public building orplace of employment may utilize the provi
sionsof the IEBC as modified by this subchapter

SPS 366.0100 Changes, additions or omissions to (3) TemPorARYUSE. A municipal fire or building code Bial
IEBC. Changes, additions or omissions to the IEBC are specifi@y allow an existing building or portion of an existing building

in this subchapter and are rules of the department and are tRdte used temporarily ia manner that dérs from the approved
requirementsf the IEBC. usefor the building or space subject to all of the following provi

Note: The requirements of s. 101.132, Stats., may be more restrictive than glens:

administrativerules when a project involves the remodeling of housing. The term (3) The oficial shall determine the timiame within which
“remodeled”has the meaning given in s. 101.132 (1) (h), Stats., and the term “ho ( ) ke

ing” has the meaning given in s. 106.50 (1) (L), Stats. Section 101.132 (2) (b), Stgi‘.':: temporary use Is permltte_d, _based on the extent hazards are
regardingremodeling percentages, reads: createdby the temporary us&his time frame may not exceed 180

1. If more than 50 percent of the interior square footage of any housing with 3days, exceptthe oficial may grant extensions for demonstrated
moredwelling units is to be remodeled, thstire housing shall conform to the stan cgyse.
dardsin par (a), regardless of when the housing was first intended for occupancy . . o i

2. If 25 percent tc50 percent of the interior square footage of any housing with (b) Except as provided in pdc), buildings or spaces consid )
threeor more dwelling units is tbe remodeled, that part of the housing that is to beredfor temporary use shall conform to the requirements of this

remodeled shall conform to the standards in (@yregardless of when the housing codeas necessary to ensure the public safmalth and general
wasfirst intended for occupancy \g/elfare
ree )

3. If lessthan 25 percent of the interior square footage of any housing with th - . . .
or more dwelling units io be remodeled, the remodeling is not subject to the stan (c) The oficial may require additionadafety requirements for

dardsin par (a) unless the alteration involves work on doors, entrances, exits or to Qi
rooms,in which case the doors, entrances, exits or toilet rooms shall conform to é?;nc?(?r:gw use as a tradef-fafr any safet)prowsmns that may

standardsn par (a) regardless of when the housing was first intended for occupan
Note: Section 101.126, Stats., requitke owner of a building to provide a sepa (d) The oficial may terminate the approval for a temporary use

rateroom or designated space within or adjacent to the building for the separatigp, . . . H

temporarystorage and collection of recyclable materials énatlikely to be gener at any time and order immediatiscontinuancef the use or com

atedby the building occupants, if thereds increase in the size of the building by pleteevacuation of the building or space.

> . U the alir ) )
A alralon o S0% of MO o e g area.of Puldng ! (4) CowpLiANCE METHOD. () The repajralteration, change
mendeddesignated areas. of occupancyaddition, or relocation of all existing buildingkall
History: CR 06-120: crRegister February 2008 No. 626, 8f1-08. complywith one of the methods listed in p@g) or(c) as selected
by the applicant. Application ai method shall be the sole basis
SPS 366.0101 Administration. Exceptfor IEBC section for assessing theompliance of work by the codefiofal. Para
102.4,substitute the following wording for the requirements igraphs(b) and (c) shall not be applied in combination with each

IEBC chapter 1: other.
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(b) Repairs, alterations, additions, changes in occupancy (3) (a) A carbon monoxide alarm shall estalled in accord
relocatedbuildings complying witlthe applicable requirementsancewith the instructions of its manufacturer
of IEBC chapters 4 through 12 shall be considereinpliance  (b) A carbon monoxide alarm shall be provided on each floor
with the provisions of this code. level of an existing building accommodating a community—based
(c) Repairs, alterations, additions, changes in occupandy residentiaffacility described under sub. (1) (a), if the building-con
relocatecbuildings complying with IEBC chapter 13 shalldm  tainsfuel-burning appliances.
sideredin gongglia;rgce with the %rovisiggosé of tfg§6f%de.08 c (c) A carbon monoxide alarm shall be providedeach floor
History: R 06-120: crRegister Februar No. .&-1-08; CR i i i isti ildi
L e T ) s vt 6. s ot o0 U1 1 oCA1EE 1 21 oxeting buleng
describedunder sub. (1) (a), if the building has an attached garage
SPS 366.0202 General definitions. (1) Apbitions. andno fuel-burning appliances.
Thisis a department definitiofor this chapter in addition to the History: CR 10-103: crRegister August 201No. 668, &f 9-1-11.
quinit[ons[n IEBC section 202: “Exhibit building” means a qual SPS 366.0503 Smoke alarms. These are department
ified historic building that is open tine general public only for rulesin addition to the requirements in IEBC section 503;

displayor tours. i . .
pay (1) No smoke alarm, including an alarm that exists on Septem

(2) SussTiTuTIONS. (8) Substitute the following definition for S - o
the corresponding definition in IEBC section 202: “Histori beg#ir?u]%égfé;emam in service for more than that specified by

ks).u!((j)T.glzrln?za)n(sc)a Sq[g?slllfled historic building” as defined unde (2) Thereplacement of a smoke alarm that uses a battery as its

Note: Section 101.121 (2) (c) of the Statutes reads as follows: “Qualified histoffMary power source shall be a new smoke alarm that complles

building” means a historic building which: with UL 217 and either of the following:

1. Is listed on, or has been nominated by the state historical sociésfifay ; ; f ; :
on, the national register of historic places ifs@énsin or the stategister of historic () The alarm is hardwired m_accordance Wlt.h IBC sectl_on
places; 907.2.11.4and has backup power in accordance with that section.

2. Is included in a district which is listed on, or has been nominated by the state (h) The alarm uses, as its primary power sourgegre-re
historicalsociety for listing on, theational register of historic places indtbnsin _ ! . -
or the state register of historic places, and has been determined by the state histd? &ﬁ:eablenon removable battery thExtcapabIe of powering the
societyto contribute to the historic significance of the district; alarmfor at least 10 years.

2m. Is determined by the statestorical society to be eligible for listing onthe  History: CR 10-103: crRegister August 201No. 668, &f 9-1-11.
national register of historic places ind&bnsinor the state register of historic places;

3. Is listed on a certified local register of historic property; or  SPS 366.0506 Structural evaluation.  The require
4. Is included in a district which is listed on a certified local register of historic X . .
property,and has been determined by the,aitijage, town or county to contribute men;sm IEBC sections 506.2 to 506.2.5 are not included as part
to the historic significance of the district. of this code.
(b) Substitute the following definition for the corresponding History: CR 06-120: crRegister February 2008 No. 624, &-1-08.
definition in IEBC section 202: “Unsafe” means buildings, struc . . .
turesor equipment that are unsanitaoythat are deficientgdue to . SPS 366.0509 Plumbing. The requirements in IEBC sec
inadequatemeans of egress facilities, inadequate light and vefion 509 are notincluded as part of this code.
tilation, or that constitute a fire hazard, or in which the structur?No“?: Seethe WsconsinUniform Plumbing Code, chs. SPS 382 to 387, for
or individual structural members meet the definition of “dangeP ”ﬂgg‘r%,".i”gF‘Q’"Sge_rlcf(;?s(fra’:gg?e?rg;’ﬁgg; 2008 No. 626, 8-1-08
ous,” or that are otherwise dangerous to human life or the public ’ ' T ’
welfare, or that involve illegal or improper occupancy or inade SPS 366.0602 Building elements and materials.
quatemaintenance shall be dbeemed unsafeé . (1) MATERIALS AND METHODS. Substitute the following wording
. History: CR 06-120: crRegister February 2008 No. 626, 8108, correction Fgor the requirements in IEBC section 602.4: All new work shall
in (2) made t’zr;(’jii(sz‘)%gjgée(g?s)t;“Asutgaffs't’ e o ey 3008 No- 626 Cfeomply with materials and methods requirements in the IBC,
IECC, IFGC, IMC, and IPCas applicable, that specify material
SPS 366.0300 Prescriptive compliance method. The standards,detail _of _installation and connection, joinfsene )
requirementsn IEBC Chapter 3 are not included as part of thigations,and continuity of any element, component, or system in
code, except for the requirements in IEB&ection 310 when thebuilding.

appliedby IEBC Section 1301.2.5. (2) INTERNATIONAL FUELGASCODE. The requirements in IEBC
History: CR 06-120: crRegister February 2008 No. 626f. &-1-08; CR  section602.4.1 are not included as part of this code.
10-103:am. Register August 20No. 668, ef 9-1-11. History: CR 06-120: crRegister February 2008 No. 626f. &-1-08; CR

10-103:am. Register August 20NNo. 668, df 9-1-11.

SPS 366.0500 Carbon monoxide alarms for CBRF' s ) )
accommodating fewer than 20 residents. These are _ SPS 366.0607 Energy conservation requirements.
departmentules in addition to the requirements in IEBapter Substitutethe following wordingfor the requirements in IEBC
5 and are established under the authority of s. 101.127, Statsgection607.1:

(1) (a) Existing buildings converted to be community—based (1) ADDITIONS, ALTERATIONS, RENOVATIONS OR REPAIRS.
residentiaffacilities accommodating fewer than 20 residents sh&ixceptas specified in sub. (2), additions, alterations, renovations
be provided with carbon monoxide alarms by July 1, 2013, whé¥ repairs to an existinguilding, building system or portion
eitherone of the following conditions exists: thereofshall cpnforr_nhto the P“?Y'Sloﬂs of |FTCC?RY relate t(f? o

. ; _ ; ; new construction without requiring the unaltered portions of the
;' ::-_:2 EE::E::S E(;r;tglr?ztfttéilh:;gg:ggaéppllances. existing building or building system to comply with the IECC.
' ) Additions, alterations, renovations, or repairs shall not craate

_ (b) This section applies to community—based residentialfacilinsafeor hazardous condition or overloaxisting building sys
tiesdescribed under pa(@)in existence prior to January 1, 2005¢gms.

Note: Pursuant to s. 101.01 (12), Stats., an existing building converted to be 2) Ex All of the followi d |
community-basecesidential facility accommodating fewiian 20 residents is not (2) EXCEPTIONS. of the following need not comply pro

definedto be a “public building.” See also s. SPS 361.02 (5). videdthe enggy use of the building is not increased:
(2) Carbonmonoxide alarms shall be listed and labeled to be (a) Storm windows installed over existing fenestration.

in conformance with one of the following standards: (b) Glass only replacements in an existing sash and frame.
(a) UL 2034. (c) Existing ceiling, wall or floor cavities exposed during-con
(b) UL 2075. structionprovided that these cavities are filled with insulation.
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(d) Construction where the existing roof, wall or floor cavity (2) (a) Under this section “facility where the public congre
is not exposed. gates”has the meaning has given in s. 101.128 (1) (b), Stats.

(e) Reroofing for roofs where neither the sheathing nor theNote: Section101.128 (1) (b), Stats., reads: “Facility where the public cengre
gates” means any of the following that has a general capacity or a seating capacity

insulationis exposed. of 500 or more persons:
(f) Replacement oéxisting doors that separate conditioned 1. An amusement facility
spacefrom the exterior shall not require the installation of a vesti 2. A convention or trade hall or center
bule or revolving dogrprovided, howevethat an existing vesti 3. A specialty event center
bulethat separates a conditioned space from the exterior shall nét A sports or entertainment arena, center or building.
beremoved. 5. A stadium.

(g) Alterations that replace less tham percent of the lumin 6. An airport, bus terminal, train station or other transportation center

airesin a space, provided that suslterations do not increase the  (b) Under this section “alterationkas the meaning has given
installedinterior ||ght|ng power ins.101.128 (1) (d), Stats., for “renovation”.

. s Note: Section 101.128 (1) (d), Stats., reads: “Renovation” means any structural
(h) Alterations that replace only the bulb and ballast within thgmodelingjmprovement or alteration of an existing facility where the publie con
existing luminaires in a space provided thatdheration does not gregates. “Renovation” does not include any of the following:

increasethe installed interior lighting power 1. Reroofing.
(3) REROOEING. This isa department rule in addition to the 2-Cosmetic remodeling, including painting or thstallation of wall covering, of
requirementsn IEBC secton 607: Rooferthout insulation in **5e 95/ 1o ctermg rof e cebe
the cavityand where the sheathing or insulation is exposed duringyistory: CR 06-120: crRegister February 2008 No. 626, &1-08.
reroofingshall be insulated either above or below the sheathing.
History: CR 06-120: crRegister February 2008 No. 626f. &-1-08; CR
10-103r. (2) (€) to (M), (3) Register August 20Mo. 668, df 9-1-11. SPS 366.0901 Change of occupancy . (1) CHANGE IN
OCCUPANCY WITH NO OCCUPANCY CLASSIFICATION. Substitute the
SPS 366.0704 Automatic sprinkler systems.  Thisis following wording for therequirements in IEBC section 901.2:
adepartment exception to the requirement in IEBC section 704/ ¢hange in occupancgs defined in IEBC section 202, with no
The installation or extension of an automatic sprinkler systeﬁhange‘)f occupancy classification may not be made to any-struc
may exclude the protection of combustible concealed spaces thi€ that will subject the structure to aspecialprovisions of this

arenot accessible in existing buildings. code, including the provisions of IEBC sections 902 throudh 91
History: CR 10-103: renum. from Comm 66.0701 and am. Register Aagast  Without the approval of the codefizial.
No. 668, ef. 9-1-11. (2) CHANGE OF OCCUPANCY CLASSIFICATION. This is a depart

ment rule in addition to the requirements in IEBC sec8ioh.3:

SPS 366.0709 Altered existing mechanical  sys-  pyjjidings undegoing a change in occupancy thauld result in
tems. The exception to the requirements in IEBC section 709} increase in demand for either fossil fuel or electrical gner

andthe requirements in IEBC section 709.2 ao¢ included as shall comply with IECC.
partof this code.

History: CR 06-120: crRegister February 2008 No. 626, 8~1-08. (3) CERTIFICATION OF OCCUPANCY REQUIRED. The reqUire

mentsin IEBC section 901.4 are not included as part ofcbde.

SPS 366.0710 Minimum plumbing fixtures. Substi (4) StanppiPEsYSTEMS. This is a department rule in addition
tute the following wording for the requirements in IEB€ction to the requirements in IEBC section 912.2: Standpipe systems
710.1: Where the occupant load oftory is increased by more shallbe providedn existing buildings and structures or portions
than20 percent, plumbing fixtures for the story shall be providedf existing buildingsand structures in accordance with chapter 9
in quantities specified in the IBC based on the increased occupeirthe IBC when existing buildings or structures thatgresater
load. than60 feet in height are changed to include a Group R-1 or R-2

History: CR 06-120: crRegister February 2008 No. 626, 8F1-08. occupancy.
History: CR 06-120: crRegister February 2008 No. 626f. €-1-08; CR

SPS 366.0711 Minimum energy  conservation  10-103am. (1) Register August 20No. 668, f 9-1-11.
requirements. Substitute the following wording for the .
requirementsn IEBC section 71: Level 2 alterations to existing SPS 366.0911 Other requirements. (1) ELEVATOR

buildingsor structures shall comply with s. SPS 366.0607.  RECALL. This_ is a department rule in.a(.jdition to the requirements
History: CR 06-120: crRegister February 2008 No. 628, 81-08; correction 1N IEBC section 91: At least one existing elevator shall be-pro

madeunder s. 13.92 (4) (b) 7., Stats., Register February 2008 Noc&26ction  vided with emegency recall operation and ergency in—car
made under s. 13.92 (4) (b) 7., Stats., Register December 2011 No. 672. operationcomplying with ch. SPS 318 when an existing building

SPS 366.0802 Emergency Controls.  The requirements or structure that is greater than 60 feet in heighthanged to

. : - ; includea Group R-1 or R-2 occupanc
in IEBC section 802.2.1 are not included as part of this code. P pancy .
History: CR 06-120: crRegister February 2008 No. 626, 8-1-08. (2) CARBON MONOXIDE ALARMS. This is a department rule in

additionto the requirements in IEBC sectiéfil: A building or
SPS 366.0808 Minimum energy conservation  &portion of a building changed to be or include a residential-build

requirements.  Substitutethe following wording for the iNg as defined under s. 101.149 (1) (b), Stats., shall be provided
requirementsn IEBC section 808.1Level 3 alterations to exist with carbon monoxide alarms or detectors in accordance with s.

ing buildings or structures shall comply with s. SPS 366.0607SPS362.1200. , _ _
History: CR 06-120: crRegister February 2008 No. 626, 81-08; correction History: CR 06-120: crRegister February 2008 No. 626, 8f1-08; EmR0826:

madeunder s. 13.92 (4) (b) 7., Stats., Register February 2008 Noc@26¢tion ~ €mergrenum. to be (1), c(1) (title) and (2), &f 10-1-08; CR 08-085: renum. to
made under s. 13.92 (g))(é) )7 Htats. Regis?er December %lOJ_’L No. 672. 8t be (1), cr (1) (title) and (2) Register May 2009 Né#1, ef. 6-1-09;correction in
’ ’ (1), (2) made under s. 13.92 (4) (b) 7., Stats., Register December 2011 No. 672.

SPS 366.0809 Plumbing. These arelepartment rules in
additionto the requirements in IEBC chapter 8:
(1) Pursuanto s. 101.128, Stats., level 3 alterations witiin

SPS 366.0912 Plumbing. Substitute the followingvord-
ing for the requirements iHEBC section 910: Where the occupant

load of a story is increased by more than 20 percent, plumbing fix

existing facility where the public congregates shall necessitajestor the story shall be provided in quantities specifiethén
thatplumbing fixtures serving the work arbe provided in aratio |5 pased on the increased occupant load.

of at least 2 water closets for females as to each water closet @il cr 06-120: crRegister February 2008 No. 626f. &-1-08; CR
urinal for the males. 10-103:renum. from Comm 66.0910 Register August28ib. 668, ef 9-1-11.
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SPS 366.1002 Fire Protection Systems.  This is a 2. Where no electrical power jigovided to an exhibit buitd
departmenexception to the requirements in IEBC section 1002.81g, the smoke detectors shall be of a battery type.
An automatic sprinkler system is not required for additions to 3. Smoke detectors shall be tested weekly
individual dwelling units within existing townhous#sat are not
alreadyprotected with an automatic sprinkler system.

History: CR 10-103: crRegister August 2Q1No. 668, €f 9-1-11.

(7) Exhibit buildings provided with only one meansegfress
shall be restricted to a total capacity of 12 people, and not more
than6 people may be located above or below the first floor at any

SPS 366.1101 Historic buildings. (1) Score. Thisisa onetime.
departmentule in addition to the requirements|EBC section  (8) Stairwayswithout 6-foot, 4—inch vertical headroom clear
1101.1: Any historicbuilding is exempt from the ergrrequire  anceshall have signs posted warning occupants of the headroom

mentsof this code. _ _ _ clearanceavailable.
_(2) Reporr. The requirements in IEBC sectiob0L.2 are not  (g) Exit signs shall be provided in accordance with the pre
includedas part of this code. vailing code in exhibit buildings occupied priorite-hour before

History: CR 06-120: crRegister February 2008 No. 626f. &&~1-08; CR ; _ : ; ;
10-1037enum. (1) to be (2), (2) o be Comm @84 and am. (2) (itle), of1) Regis ~ SuUNrise and>—hour after sunsetnd in all areas not provided with
99—

ter August 201 No. 668, ef 9-1-11. naturallighting.
o o History: CR 10-103: renum. from Comm 660l (2) Register August 20NNo.
SPS 366.1105 Exhibit buildings. These are department668s,eff. 9-1-11; correction in (b) 1. made under s. 13(8P(b) 7., Stats., Register
rulesin addition to the requirements in IEBC sectidi®3: His August201l No. 668.
toric buildings to be used as exhibit buildings shall comply with

all of the following requirements: . SPS 366.1301 Appl[cability. Q) Subst.itute the follow
(1) The building shall be open to the publmly under the N9 vyo_rdlng for the requirements IEBC section 1301.2: The
supervisionof a tour guide. provisionsof sections 1301.2.1 through 1301.2.5 shall apply to

existingoccupancies that will continue to be, or are proposed to

exceptfor the purpose of demonstrating to fheblic how people P€:in Groups A, B, E, AV, R and S. These provisions shall not
Ii\)/(edpi)n a partipt):lfjlgr era. ing to el W peop applyto buildings with occupancies in Group H or Group |.

(3) Smoking is prohibited in the building. (2) AccEessiBILITY REQUIREMENTS. Substitute the following

(4) Openflame equipment may not be used in the buildin ording for the requirements in IEBC section 1301.2.5: All-por

exceptfor fire places andther mechanical equipment original toHonS ofthe buildings proposed for change of occupancy or being
the building. altered shall conform to the accessibility provisions of IEBG sec

(5) Fire extinguishers shall be installed in exhibit building§ion 310.

andmay be located in a nonconspicuous location but accessiple(3) The requirements in IEBC section 1301.3.2 are not
to the occupants. includedas part of this code.

: istory: CR 06-120: crRegister February 2008 No. 626f. &-1-08; CR
(6) (a) Atleast one smoke detector shall be provided for eag'|39 (title), renum. (2) to be (3), ¢2) Register August 20INo. 668, &t

1,200 square feet of floor area with a minimum of one smoke1-1.
detectomper floor level.

~ (b) 1. Except as specified in subd. 2., where electricity is pro SPS 366.1400 Construction safeguards. ~ Therequire
vided in the exhibit building, the smoke detectors shall be comentsin IEBC chapter 14 are not included as part of this code.
nectedto the electrical power History: CR 10-103: crRegister August 2a1No. 668, df 9-1-11.

(2) The building may not be lived in, slept in or worked

RegisterDecember 201l No. 672


http://docs.legis.wisconsin.gov/code/admin_code

